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Gratulujeme vam k zakdpeniu vasho nového pristroja, &im ste
sa rozhodli pre profesiondiny a kvalitny spdsob aroma
marketingu. Tento ndvod na obsluhu je sudastou pristroja a
poddva dbleZité informdcie sluZiace k riadnemu a
bezpednému pouZivaniu. Ndvod na pouZitie musf byt v blizkosti
pristroja a musi sa podla neho riadit kaZzdd osoba, ktord je
poverend jeho obsluhou

Aroma difuzér pracuje na principe atomizdcie. Tato
technolégia premieiia kvapalny esencidlny olej na atémy

plynu.
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TECHNICKE PARAMETRE

Model A 315M (SA250C -V5.0)
Rozmery: 206x99x313 mm

Vaha: 3,5 kg

Vkon: 8 W

Nopdjonie: DC12V 1A/2A
Pokrytic 300m? aZ do 1000m?3
Objem nddoby: 500 ml
Skontrolujte a uistite sa, Ze je balenie kompletné pred prvym pouZzitim

V pripade problémov nds nevahajte kontaktovat na servis@alfapureo.sk
alebo cez www.alfapureo.sk.

OBSAH BALENIA
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Nddoba  Klaéik Skrutky Napdjaci PU hadiéka Ndvod
a upinacia konzola  kdbel

g8 O 0

Konektor  Tesnenie PTFE pdska

PTFE pdska: 1. ObviaZte atomizované jadro pri vymene za nové.
2. Obviazte pripdjaciu skrutku do pristroja.

Klagik

Nebulizdtor

Ventildtor

Spinaé

——— Predny panel DC konektor

Tento pristroj vyhovuje zdakladnym poZiadavkdm a relevantnym
predpisom eurépskej smernice pre elektromagnetickt zndsanlivost
2014/30/E0.

Kompletny origindl Vyhldsenia o zhode je k dispozicii u dovozcu.



INSTALACIA

1. Vlozte klucik

2. Otodte klucik o 10 stupriov v smere hodinovych rudiciek pre odomknutie
3. Odskrutkujte a vytiahnite atomizadnu hlavicu. Naplrite vonu

4.Vlozte atomizadnu hlavicu a nddrzku

5. Vytiahnite klUgik

Na upevnenie montdzZnej konzoly pouZite skrutky

Zavesenie na stenu:

1. Zarovnajte konzolu a vyvrtajte otvory na stene

2.VloZte hmoZdinky do dier v stene a nainstalujte konzolu na stenu so skrutkami
3. Priskrutkujte zadnu stranu pristroja

4. Upevnite pristroj na konzolu



INTENZITA, INTERVALY A SPOTREBA

Koncentrdcia
Stupeii intenzity Spotreba mi/h Prdca Pauza
Gl 013 15s 300s
G2 025 15s 150s
G3 0,38 20s 120s
G4 0,51 20s 85s
G5 0,64 25s 80s
Go 076 30s 75s
G7 089 30s 60s
G8 102 30s 50s
G9 115 30s 40s
G10 127 30s 33s
G 14 338 50s
G12 1563 40s 30s
G13 1,65 50s 30s
G4 1,78 60s 30s
G15 191 75s 30s
Gle 2,04 80s 25s
G17 216 85s 20s
G18 2,29 120s 20s
G119 2,42 150s 15s
G20 2,54 300s 15s
Pozndmka:

1. Spotreba vychddza iba z tovdrenskych skisok
2. Uvedené Udaje spotreby sedia na oleje znadky AlfaPureo v kombindeii pristroja
CubePro. Odlisné typy mdzu vykazovat odlisnd spotrebu



UPOZORNENIA
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Neupravujte, neopravujte a nerozoberajte pristroj svojvolne. Ak dojde k chybe,
kontaktujte prislusné servisné oddelenie alebo vypliite reklamacény protokol na
wwwalfapureo.sk

Neohybajte ani nezatazujte silou napdjaci kabel, mohlo by dojst k preruseniu
spojenia

Nepouzivajte zdstréku, ok je poskodend alebo ok sa nezhoduje s typom
zdsuvky. Nesmiete navihéit pristroj ani napdjacie prislusenstvo. NepouZivajte na
pretaZenej alebo prerusene] sietovej zdsuvke

Nedotykajte sa pri hrmeni a blyskani drétu ani produktu

Nerozoberajte pristroj, ked pracuje

D\fuzérﬁe zariadenie, ktoré si vyzaduje vasu starostlivost. Odpori¢ame

minimdlne jeden krdt do mesiaca skontrolovat vnidtornt nddobu a uistit sa, ze
nedochddza k vytekaniu aroma oleja alebo k ingj zdvade.

PORUCHY A ICH RIESENIA

Predtym, ako sa rozhodnete kontaktovat nase servisne oddelenie,
prosim skuste diagnostikovat problém ako prvy nasledovanim tychto
instrukoif

Porucha Riesenie

Zariadenie nevypusta voru

Skontrolujte nastavenie pracovnych obdobi v aplikdeii, i nie
je zariadenie v stave pauza alebo mimo zadaného obdobia
Skontrolujte, &i nie je poskodend tryska (wwmerite za nowd)
Skontrolujte, &i nie je upchatd alebo vypadnutd hadi¢ka v
nddobe na olej

o Skontrolujte, &i nie je zanesend atomizadnd tryska (vydistite
Slaby prud vone liehom). Skontrolujte tesnenie (vymerite za nové). Skontrolujte,
¢i nie je upchatd alebo uvolnend hadi¢ka v nddobe na olej

ol wiiats Skontrolujte, &i nie je uvolnend nddoba na olej
e Je vyliaty Skontrolujte tesnenie

Atomizacnd tryska je zanesend, vypldchnite ju liehom
Olej vyprskuje Prskanie oleja méZe nastat aj pri prekrodeni maximdineho
objemu oleja 500 ml

Vzduchova tryska je uvolnend, nasadte ju spat. Atomizadnd

Velky hiuk tryska je poskodend, vymerite ju za novl




UDRZBA A CISTENIE

Pristroj potrebuje Gdrzbu vo forme &istenia

ak nastane jedna zo situdcii:

1. Checete zmenit arému a potrebujete dokonale odstrdnit zvysky
predoslej aromy.

2. Prud vone vychddzajuci z atomizacnej hlavice slabne

Postup:

1. Wlejte nadobu na olej, wylejte zvysky aroma oleja

2. Naplite nddobu liehom aspor na 15% a spustite na 5 minudt

3. Vypnite z el. napdjania, vylejte zbytky liehu, a dolejte si novy aroma olej

Délezité!

1. UdrZujte zariadenie vo zvislej polohe vZdy, ked je v nddobe olej!
Naklonenie a preklopenie pristroja md za ndsledok jeho vyteéenie.
MézZe tym poskodit okolité povrchy!

2. Neprekradujte odporiéany objem oleja! Maximdlny objem oleja

je 500 ml! Prekrocéenie hranice 500 ml méze mat za ndsledok prskanie
alebo vytekanie oleja z atomizaénej hlavice!




5 NASTAVENIE APLIKACIE “SCENT MARKETING”
g A SPAROVANIE S PRISTROJOM CEZ BLUETOOTH

Pristroj je oviddany cez Bluetooth prostrednictvom aplikdcie

1 Scent Marketing od spol. AlfaPureo. Pred vyhladanim aplikacie
- \ sa uistite, Ze mdte zapnuté GPS. \yhladajte slovne spojenie

,scent marketing” v Google Play alebo App Store a stiahnite
si aplikdciu. HESLO: 8888

Device control

08002300

Podrobné informdoie o aplikécii Nastavenie intervalu

& Working period setting

08 00 23 01

Ak zabudnete heslo, stladte prosim resetovacie tladitko a heslo sa
nastavi na 8888, Resetovacie tladitko sa nachddza na Bluetooth module
PouZite prosim spinku a zatladte fou do malého otvoru




Congratulations to the purchase of your brand-new device,
through which you decided for o professional and high quality
aroma marketing. This user manual is part of the device and
provides important information for proper and safe use. User
manual must be close to the device and each person in
charge of its operation has to follow it.

The aroma diffuser is based on atomization. This
technology turns liquid essential oils into gas atoms.

CONTENT

DEVICE MANUAL
3 Techniool X

3 Con 5 1

4 |nstallation

5 Intensity, intervals and ©

6 DPrecoutions

6 Moalfunction ond solutions
7 Maintenance and cleaning
SCENT MARKETING

8  Setup of the application “Scent marketing” and pairing with the device
via Bluetooth



TECHNICAL PARAMETERS

Model A 315M (SA250C -V5.0)
Dimensions: 206x99x313 mm
Weight: 3,5 kg

Power BW

Power supply DC12V 1Af2A
Coverage: 300m2 az do 1000m3
Container Volume: 500 ml

Check and make sure that package is complete prior to the first use. Do not
hesitate to contact us at servis@alfapureo.sk or www.alfapureo.sk.

CONTENT OF THE PACKAGE

= =1 5 2 [

Bottle Keys Screws Power cable  PU tube Instructions
and clamping bracket

g o O

Connector Sealing PTFE tape

PTFE tape: 1.Wrap the ized core when replacing with a new one.
2. Fasten the connection screw to the device.

Ker o 7 Nebulizer
Clamping bracket i .10 Ventilator
Switch
——— Front panel DC connector

This device meets the basic requirements and relevant regulations of
European electromagnetic compatibility directive n. 2014/30/EU.

Complete original of Declaration of Conformity is available
at the importer.



INSTALLATION

1. 2. 3. 4. 5.

1. Insert the key.

2. Turn the key 10 degrees clockwise for unlocking

3. Unscrew and pull out atomizing head. Fill the fragrance
4. Insert the atomizing head and retainer

5. Pull out the key

Use screws to secure the mounting bracket.

Hanging on the wall:

1. Align the console and drill the holes

2. Insert the dowels into the holes in the wall and install the bracket on the wall
with screws

3. Screw the back of the device

4. Fasten the device to the bracket



INTENSITY, INTERVALS AND CONSUMPTION

Concentration
Degree of intensity | Consumption mi/h Work Pause
Gl 013 15s 300s
G2 025 15s 150s
G3 038 20s 120s
G4 0,51 20s 85s
G5 0,64 25s 80s
Go6 076 30s 75s
G7 089 50s 60s
G8 102 30s 50s
G9 115 30s 40s
G10 127 30s 338
G 14 338 50s
G12 153 40s 30s
G13 1,65 50s 30s
G4 1,78 60s 30s
G15 191 /5s 50s
Gl16 204 80s 25s
G/ 216 85s 20s
G18 2,29 120s 20s
G119 2,42 150s 15s
G20 2,54 300s 15s
Note:

1. The consumption is based only on factory tests
2. Given consumption data are for oils AlfaPureo in combination with the device
CubePro. Different types may show different consumption



WARNINGS

Do not modify, reﬁowr and disassemble the device arbitrarily. If a defect
occeurs, contact the relevant service department or fill in the complaint form
at wwwalfapureo .com

Do not bend, nor apply force on the power cord, power supply could be
interrupted

Do not use the plug if it is doamaged or does not match the socket type Do
not moisten the device, nor power supply accessory.

Do not use in an overloaded or interrupted network socket

Do not touch the wire or product during thunders and lightning of wire

CP® VB B

Do not disassemble the device when being operated

MALFUNCTIONS AND SOLUTIONS

Before you decide to contact our service department first try to
diagnose the issue by following these instructions

Malfunction Solution

Check the setting of working periods is the application

whether the device is not paused or outside of the selected

Device does not release period. Check if the nozzle is not damaged (replace with a
the aroma new one) Check if the oil base has clogged or dropped out

Check if the atomizing nozzle is not clogged (clean with
rit). Check the gasket (replace with a new one). Check if
the oil hose is clogged or loose

Weak aroma flew

- Check if the oil container is not loose
Ol spoiled Check the gasket

tomizing nozzle is clogged, wash it with spirit. Oil splattering
Qil splatters may happen when exceeding the maximum volume of oil
(500 ml)

Air nozzle is loose, put is back Atomizing nozzle is damaged,
replace it with new one

Too noisy




MAINTENANCE AND CLEANING

The device needs maintenance in the form of cleaning when
one of the following situations occurs:

1. You want to change aroma and need to thoroughly remove residues
of the previous aroma

2. Aroma flow coming out of the atomizing nozzle is becoming weak

Procedure:
1. Empty the oil container, remove the aroma oil residues
2. Fill the container with spirit to at least 15% and turns on for 5 minutes

3. Turn off the power supply, remove the spirit residues and fill in with
new aroma oil

Important!

1. Keep the device always in vertical position when the container
contains oil. Tilting and overturning the device leads to oil leak. This
may damage the surroundings!

2. Do not exceed the recommended oil volume! Maximum oil volume is
500 ml! Exceeding the 500 ml may lead to oil splattering or leaking
from the atomizing nozzle.




SETTING OF APPLICATION OF “SCENT MARKETING"
224 AND PAIRING WITH THE DEVICE THROUGH BLUETOOTH

The device is controlled through Bluetooth by means of the

1 application Seent Marketing by company AlfaPureo
-~ \ Make sure that GPS is turned on prior to searching for the
application. Search "Scent Marketing” in Google Play or App

Store and download the application. PASSWORD: 8888

Device control

Password

Detailed information ehange. Setintorval

& Working period setting

Asor 2oz

If you forget the password, press the reset button and password will be
set to 8888 The reset button is located on the Bluetooth module
Use a pin and push it in the small hole

15



alfapureo



